


Hardware 
Controllers: Intel 1210 x 4 
Bus: Quad-Lane (x4) PCI-Express with throughput 

up to 5.0/2.5GT/s 

Technology 

Standard: • IEEE 802.3 for 10BaseT 

• IEEE 802.3u for 100BaseT(X)

• IEEE 802.3ab for 1000BaseT(X)

• IEEE 802.3z for 1000BaseX

• IEEE 802.3af

• IEEE 802.3at

Flow Control: IEEE 802.3x flow control 

Wake on LAN: Yes 

Isolated GbE LAN port: Yes 

Isolated PoE+: No 

Driver Support 

Operating Systems: Win 7, Win 8, Win 10 

Dimensions 

Width x Length (mm): 168.00 x 111.00 

Power Requirement 

Power Consumption: 1273mA@3.3 

PoE+: Maximum 5A@ 12V w/PCle slot 

(Max. SOW PoE+ power w/PCle slot)

Maximum 11A@ 12V w/6 pin PCIE-ATX 

(Max. 120W PoE+ powerw/PCIE-ATX power, 

supporting each port up to 25.SW)

Environmental Limits 

Operating Temperature: 0°C~ 70°C 

Storage Temperature: -40°C~125°C 

Humidity: 5%~95% 

Regulatory Approvals 

EMC: CE, FCC 

EMI: EN 55032, EN61000-3-2, EN61000-3-3, 

FCC Part 15 Subpart B Class B 

EMS: EN 55024, IEC 61000-4-2, IEC 61000-4-3, 

IEC 61000-4-4, IEC 61000-4-5, IEC 61000-4-6, 

IEC 61000-4-8, IEC 61000-4-11 

Reliability 

Warranty: 3 years 

MTBF: 6,329,507 HoursDimensions 
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